
HYGIENE & SANITATION

970 SERIES
PORTABLE TOILETS

STRONG & RELIABLE
HIGH-STRENGTH ABS

EASY TO MONITOR
TANK LEVEL READ-OUT

PUSH-BUTTON FLUSH
FLUSHES INSTANTLY

Powerful flushing at the touch of a button without constant pumping or batteries sets the
Dometic SaniPottie 970 series apart from other portable toilets.



dometic.com

PORTABLE TOILET WITH A 
POWERFUL FLUSH

Model 972 974 974MSD 976 975 975MSD

Description1 2.6 gal/9.8 l
capacity

portable toilet

2.6 gal/9.8 l
capacity

portable toilet, 
mounting brackets

2.6 gal/9.8 l
capacity

portable toilet,
mounting brackets, 

MSD fittings

5.0 gal/18.9 l
capacity

portable toilet

5.0 gal/18.9 l
capacity

portable toilet,
mounting brackets

5.0 gal/18.9 l
capacity

portable toilet,
mounting brackets

MSD fittings

Discharge Manual Manual
1.5 in/38 mm
ID plumbing

Manual Manual
1.5 in/38 mm
ID plumbing

1 Mounting brackets are also available as separate accessory kits. MSD models also connect to 0.625 in/16 mm vent hose.

1.PRESSURIZED UPPER TANK
For strong flush pressure, “pump” upper 
fresh water tank. Pressure lasts 4-5 flushes

4. CLEAN AND COMFORTABLE
Fulll-size seat for comfort; latching lid for security

2. INSTANT FLUSH
Push-button flush releases pressurized water 
from upper tank to clear bowl instantly

3.  EASY TO CHECK TANK
Front-reading prismatic indicator allows easy 
waste-tank-level monitoring

12 1/2 in
(317 mm)

13 1/8 in
(333 mm)

15 1/4 in
(387 mm) 13 1/8 in

(333 mm)

15 1/4 in
(387 mm)

15 1/4 in
(387 mm)


